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Laha/prni/hbs 

Order no.: 677922 

No. of appendices: 2 

Subject: Model: R8682 also covers R8684, R8661 and R8662 

Type: Changing Unit – wall hanging 

Length: 900 mm Width: 1400 mm Height: 1130 mm 

Materials: Metal, plastic 

 
 

Sampling: The test material was sampled by the client and received at the Danish Technological In-
stitute 26-01-2016. 
 

Method: EN 12221-1:2008 + A1:2013 Changing units for domestic use.  

Safety requirements.  

ISO 17966:2016 Assistive products for personal hygiene that support users – Require-
ments and test methods section 16.5 Durability (Not accredited) 
 

Period: The testing was carried out from 26-01-2016 to 03-05-2017. 
 

Result: 

 

Model R8682, Wall Hanging fulfils the requirements in of EN 12221-1:2008 + A1:2013 

and ISO 17966:2016. 
 
Individual results appear from Appendix 1. 
 

Storage: 
 

The test material will be destroyed after 1 month, unless otherwise agreed. 

 

Terms: 

 

The accredited test was carried out according to DANAK’s general conditions see www.danak.dk and according to 

the General Terms and Conditions regarding Commissioned Work Accepted by the Danish Technological Institute, 

which apply at the time of signing the agreement. The test is only valid for the tested specimen. The test report 

may only be extracted, if the laboratory has approved the extract. 

 

Date/place: 03-05-2017, Danish Technological Institute, Wood Technology, Taastrup 
 

  
Signature:                       Test responsible            Co-signatory 

 
 

 
 
 

 

http://www.danak.dk/
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EN 12221 

Requirements Clause in test method Result 

4.1 Dimensions EN 12221-2 + A1:2013 – 5.2 Passed 

4.2.1 Wood EN 12221-2 + A1:2013 – 5.1 N/A 

4.2.2 Surfaces and materials EN 71-3 See attached 
report 

5.1 Holes, gaps and openings EN 12221-2 + A1:2013 5  

5.1.1 Entrapment of fingers EN 12221-2 + A1:2013 5.3.1 Passed 

5.1.2 Entrapment of limbs EN 12221-2 + A1:2013 5.3.2 Passed 

5.1.3 Entrapment of head, neck and torso   

5.1.3.1 Within the accessibility zone there shall be 
no hole, gap or opening larger than 65 mm and 
less than 223 mm when measured in accordance 
with EN 12221-2:2008+A1:20013, 5.3.3.1 

EN 12221-2 + A1:2013 5.3.3.1 

Passed 

5.1.3.2 Within the area 600 mm above the floor to 
the accessibility zone, there shall be no hole, gap, 
or opening accessible in normal use that allows the 
type 1 head probe to pass completely through un-

less it also allows the type 2 head probe to pass 
completely through when tested in accordance with 

EN 12221-2:2008+A1:20013, 5.3.3.2 

EN 12221-2 + A1:2013 5.3.3.2 

Passed 

5.1.3.3 V-shaped openings EN 12221-2 + A1:2013 5.3.3.3 Passed 

5.1.4 Cords, strings and other narrow fabrics EN 12221-2 + A1:2013 5.3.4 Passed 

5.1.5 Loops EN 12221-2 + A1:2013 5.3.5 N/A 

5.2 Edges and protruding parts EN 12221-2 + A1:2013 5.3.6 Passed 

5.3 Moving parts EN 12221-2 + A1:2013 5.4 N/A 

5.4 Locking and folding mechanisms of the com-

plete unit 

EN 12221-2 + A1:2013 5.10.1 

– 5.10.2 
N/A 

5.5 Small detachable components EN 12221-2 + A1:2013 5.5, 
4.10 

Passed 

5.6 Castors/wheels EN 12221-2 + A1:2013 5.12 N/A 

5.7 Self-tapping screws  Passed 

5.8 Stability EN 12221-2 + A1:2013 5.6 N/A 

5.9 Strength EN 12221-2 + A1:2013 5.7 Passed 

5.11 Barriers EN 12221-2 + A1:2013 5.8 Passed 

5.12.1 Impact test EN 12221-2 + A1:2013 5.9.1 N/A 

5.12.2 Drop test EN 12221-2 + A1:2013 5.9.2 N/A 

5.13 Child bath tub EN 12221-2 + A1:2013 5.11 N/A 

6 Plastic packaging EN 71-1 N/A 

7 Instructions for use EN 12221-1:2008 7a-7n Passed 

8 Marking EN 12221-1:2008 8a-8d Passed 

9 Purchase information  EN 12221-1:2008 9a-9c N/A 

 
N/A  Not applicable 
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ISO 17966:2016 (Not accredited) 
16.5 Durability  

16.5.1 Requirements  

16.5.2 Test methods - Height adjustment  Passed 
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Photo 
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